
Teltonika Box/N12R is a terminal with GSM 
connectivity, which has up to 7 digital inputs, up to 
8 digital outputs, 3 analog inputs and 2 usable 
RS232 ports. The device is fully programmable, so 
you can write and load a special JAVA IMlet and 
perfectly adapt the device for your own needs. We 
may offer special software to perform any desired 
task.task.

Teltonika Box/N12R

A few of possible application areas are: “Smart Home” projects, real time monitoring and control of the 
remote objects, vending machines, collecting and sending pictures via GSM network, security systems, 
heating, lighting, climate control, and other remote data collecting and device control solutions. Variety of 
applications depends on your needs.

InIn simplest way you can control all outputs and get status of inputs with SMS. One of especially useful features 
of it is getting alarms upon input changes via SMS. In more intelligent solutions you may use your own data 
collecting and managing system. It is possible to use it in “SCADA” and other data collecting systems. We are 
designing a new control system for communication through Internet with simple user friendly menu which is 
more advanced and suitable for most needs.

Teltonika BOX/N12R includes Java™ with remote IMlet downloading. Controller may be programmed according 
to consumer requirements with standard and easily available tools.

IntegratedIntegrated TCP/IP stack provides an IP connection to remote servers or modules.
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THE MAIN FEATURES:

  •  Remote control and monitor devices via GSM network
  •  Build-in Nokia 12 modem for data transfer
  •  Supports the following GSM bearers:
    o  EDGE class 6* (up to 177,6 kbps),
    o  GPRS class 10* (up to 56-114 kbps),
        o  HSCSD* (up to 43,2 kbps),
    o  CSD* (up to 14,4 kbps),
    o  SMS* (text/data),
  •  Dual-band:
    o  European (and Asian) version - 900 MHz / 1800 MHz,
    o  American version - 850 MHz / 1900 MHz.
  •  Teltonika Box/N12R has up to 7 digital inputs, 
       up to 8 digital outputs, 3 analog inputs and 2 usable 
    RS232 ports, which can be used for performing tasks 
    on remote objects, such as monitoring air or water 
    temperature, humidity, switching lamps, motors etc.
  •  Teltonika Box/N12R is an open architecture device, 
    which is fully programmable, so if you want 
    to perform a special task, you can totally adapt 
       the device for your needs by writing your own JAVA 
    IMlet or asking our technical staff to make it for you. 
    TCP/IP and UDP stacks are integrated.
  •  Teltonika Box/N12R includes an interface for 
    connecting a GPS receiver for locating applications.
  •  Integrated CORBA support
  •  AutoPIN feature enters the PIN code each time 
       the device is turned on, while SIM card is still protected with code.
  •  Wide range of power supply voltage and operating 
    temperature range expands the possibilities.
  •  LED indicators show current status of all inputs and outputs.
  •  Rail mountable (DIN 50022).
  •  Housing dimensions excluding connectors LxWxH 120 mm x 101 mm x 22.55 mm.
  •  An advanced solution for a very reasonable price.

APPLICAPPLICATIONS: 

  •  Monitoring and controlling remote devices.

CONNECTORS:  

  •  SMA connector for connecting external GSM antenna,
  •  2x RS232 ports with RJ45 jacks,
  •  Input, output and power supply connectors,
  •  Convenient push-push SIM card holder.

*Service availability and maximum speed depends on your GSM operato*Service availability and maximum speed depends on your GSM operator.     The specifications are subject to change without prior notice.
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